STEELWORK NOTES

1. STEELWORK HAS BEEN DESIGNED AND SPECIFIED AND IS TO BE SUPPLIED AND CONSTRUCTED
IN ACCORDANCE WITH BS5950 AND THE NATIONAL STRUCTURAL STEELWORK SPECIFICATION FOR
BUILDING CONSTRUCTION (NSSS). ALL STEELWORK TO BE EXECUTION CLASS 2 (EXC2) TO BS EN
1993-1-1 ANNEX C. ALL STEELWORK UTILISED ON THE PROJECT IS TO BE EUROPEAN
MANUFACTURED STEEL. ALL SECTIONS USED ARE TO BE HOT ROLLED STRUCTURAL STEEL

SECTIONS GRADE $355 J2H. NO COLD FORMED SECTIONS ARE PERMITTED TO BE USED SAVE FOR
5 5 1 PROPRIETARY C OR Z PURLIN SECTIONS. CONTRACTOR TO HAVE COPY OF NSSS ON SITE FOR
. REFERENCE. ALL STEELWORK HAS BEEN DESIGNED TO DEFLECTION LIMITS OF L/250 FOR TOTAL
! ]

LOAD, L/360 FOR IMPOSED LOAD AND L/500 FOR TOTAL LOAD IN MEMBERS SUPPORTING MASONRY
WALLS.

1
/ 2. ALL STEEL TO STEEL/CONCRETE/TIMBER/GLASS CONNECTIONS AND ARE TO BE DESIGNED BY
THE MAIN CONTRACTOR UNLESS NOTED OTHERWISE. DESIGN CALCULATIONS MUST BE
! UNDERTAKEN BY A CHARTERED STRUCTURAL ENGINEER AND BE SUPPLIED TO THE ENGINEER
/ AND ARCHITECT FOR REVIEW A MINIMUM 15 WORKING DAYS PRIOR TO MANUFACTURE.

1

3. THE MAIN CONTRACTORS STEELWORK FABRICATION DRAWINGS ARE TO BE SUPPLIED TO THE
, ENGINEER AND ARCHITECT FOR REVIEW A MINIMUM 10 WORKING DAYS PRIOR TO MANUFACTURE.
THE MAIN CONTRACTORS PROGRAM SHOULD ALLOW 5 DAYS FOR T4C COMMENT FOR EACH AND
, BR104 - FLT8*100 EVERY RE-ISSUE.
4. STEELWORK CONFORMITY CERTIFICATES/MANUFACTURERS INSPECTION DOCUMENTS ARE TO
BR104 - FLT8*100 BE PROVIDED TO THE ENGINEER FOR REVIEW PRIOR TO MANUFACTURE.
' 5. ALL STEEL TO STEEL CONNECTIONS ARE TO BE FORMED USING 10mm THK (S275) FLEXIBLE
ENDPLATES, 6mm FULL PROFILE FILLET WELDS (FPFW) AND 4No. M20 GRADE 8.8 BOLTS IN 22mm
DIA STANDARD CLEARANCE HOLES UNLESS NOTED OTHERWISE. CONNECTIONS ARE TO BE IN
ACCORDANCE WITH THE BCSA GREEN BOOK FOR SIMPLE CONNECTIONS. ALL SECTIONS ARE TO
BE SAWN SQUARE FOR CONNECTIONS TO END PLATES, CAP PLATES AND BASEPLATES. Al
CONNECTIONS ARE TO BE WEB TO WEB CONNECTIONS AND TO NODE OUT ON THE CENTRELINES
OF THE MEMBERS BEING CONNECTED. WHERE THIS IS NOT POSSIBLE THEN T-SECTIONS SHOULD
BE ADOPTED TO TRANSFER THE LOADS TO THE MEMBER AXIS. COLUMN BASEPLATES TO BE
BEDDED ON MINIMUM 25mm NON-SHRINK CEMENTITIOUS GROUT.
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6. ALL STEEL TO CONCRETE PADSTONE CONNECTIONS ARE TO BE FORMED WITH 2No. (WHERE

BEAM RUNS PERPENDICULAR TO WALL) OR 1No. (WHERE BEAM RUNS PARALLEL TO WALL) M10

HILTI HVU-HAS CHEMICAL ANCHOR(S) WITH 130mm EMBEDMENT IN 12mm DIA HOLES, 10mm THK

! o SEATING PLATES (5275), 8mm FULL PROFILE FILLET WELDS (FPFW) WITH MAXIMUM 10mm NONSHRINK
S 2 - LEVELLING GROUT (CONBEXTRA GP BY FOSROC OR SIMILAR APPROVED BY T4C) UNLESS

= T — NOTED OTHERWISE. BEAMS TO BEAR FULL WIDTH/LENGTH OF PADSTONE UNLESS NOTED

8 T — OTHERWISE. CONCRETE PADSTONES TO BE MINIMUM 50N/mm2 CONCRETE.

—

/ p 7. STEELWORK TO BE PROTECTED TO THE FOLLOWING MINIMUM SPECIFICATION TO MAIN
L CONTRACTORS PROPOSALS (MAIN CONTRACTOR TO PROVIDE SPECIFICATION TO THE ENGINEER
AND ARCHITECT FOR REVIEW PRIOR TO MANUFACTURE) UNLESS NOTED OTHERWISE:
/ AR101 - D20

a. INTERNAL STEELWORK PAINTED - SHOT BLAST SA2.5 THEN 25MICRONS
BLAST PRIMER. AFTER FABRICATION 75MIRONS MINIMUM SINGLE PACK EPOXY
ZINC PHOSPHATE PRIMER.
EXTERNAL STEELWORK PAINTED - GALVANISING TO BE STRICTLY IN

! ACCORDANCE WITH EN I1SO1461. FABRICATED STEELWORK TO HAVE A
/ MINIMUM COATING OF 85 MICRONS.

ENVIRONMENT CATEGORIES ARE SPECIFIED IN BS EN ISO 12944 AND IS0 9223.

' 8. ALL INTERNAL STEELWORK COLUMNS TO BE FIRE PROTECTED WITH INTUMESCENT PAINT TO
MAIN CONTRACTORS PROPOSALS (MAIN CONTRACTOR TO PROVIDE SPECIFICATION TO THE
ENGINEER AND ARCHITECT FOR REVIEW PRIOR TO MANUFACTURE) FOR 1 HOURS FIRE
PROTECTION UNLESS NOTED OTHERWISE. INTUMESCENT PAINT IS TO BE COMPATIBLE WITH THE
CORROSION PROTECTION SYSTEM.

DUTY BITUMINOUS PAINT UNLESS NOTED OTHERWISE. ALL STEELWORK BELOW GROUND TO BE
PAINTED WITH ADDITIONAL 3No. COATS OF HEAVY DUTY BITUMINOUS PAINT OR SURROUNDED
WITH MINIMUM 50mm CONCRETE WITH D49 WRAPPING MESH, UNLESS NOTED OTHERWISE.

/ 9. ALL STEELWORK IN EXTERNAL WALLS TO BE PAINTED WITH ADDITIONAL 2No. COATS OF HEAVY
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ARCHITECTURAL FIRST FLOOR

STEELWORK NOTES

1. STEELWORK HAS BEEN DESIGNED AND SPECIFIED AND IS TO BE SUPPLIED AND CONSTRUCTED
IN ACCORDANCE WITH BS5950 AND THE NATIONAL STRUCTURAL STEELWORK SPECIFICATION FOR
BUILDING CONSTRUCTION (NSSS). ALL STEELWORK TO BE EXECUTION CLASS 2 (EXC2) TO BS EN
1993-1-1 ANNEX C. ALL STEELWORK UTILISED ON THE PROJECT IS TO BE EUROPEAN
MANUFACTURED STEEL. ALL SECTIONS USED ARE TO BE HOT ROLLED STRUCTURAL STEEL
SECTIONS GRADE $§355 J2H. NO COLD FORMED SECTIONS ARE PERMITTED TO BE USED SAVE FOR
PROPRIETARY C OR Z PURLIN SECTIONS. CONTRACTOR TO HAVE COPY OF NSSS ON SITE FOR
REFERENCE. ALL STEELWORK HAS BEEN DESIGNED TO DEFLECTION LIMITS OF L/250 FOR TOTAL
LOAD, L/360 FOR IMPOSED LOAD AND L/500 FOR TOTAL LOAD IN MEMBERS SUPPORTING MASONRY
WALLS.

2. ALL STEEL TO STEEL/CONCRETE/TIMBER/GLASS CONNECTIONS AND ARE TO BE DESIGNED BY
THE MAIN CONTRACTOR UNLESS NOTED OTHERWISE. DESIGN CALCULATIONS MUST BE
UNDERTAKEN BY A CHARTERED STRUCTURAL ENGINEER AND BE SUPPLIED TO THE ENGINEER
AND ARCHITECT FOR REVIEW A MINIMUM 15 WORKING DAYS PRIOR TO MANUFACTURE.

3. THE MAIN CONTRACTORS STEELWORK FABRICATION DRAWINGS ARE TO BE SUPPLIED TO THE
ENGINEER AND ARCHITECT FOR REVIEW A MINIMUM 10 WORKING DAYS PRIOR TO MANUFACTURE.
THE MAIN CONTRACTORS PROGRAM SHOULD ALLOW 5 DAYS FOR T4C COMMENT FOR EACH AND
EVERY RE-ISSUE.

4. STEELWORK CONFORMITY CERTIFICATES/MANUFACTURERS INSPECTION DOCUMENTS ARE TO
BE PROVIDED TO THE ENGINEER FOR REVIEW PRIOR TO MANUFACTURE.

5. ALL STEEL TO STEEL CONNECTIONS ARE TO BE FORMED USING 10mm THK (S275) FLEXIBLE
ENDPLATES, 6mm FULL PROFILE FILLET WELDS (FPFW) AND 4No. M20 GRADE 8.8 BOLTS IN 22mm
DIA STANDARD CLEARANCE HOLES UNLESS NOTED OTHERWISE. CONNECTIONS ARE TO BE IN
ACCORDANCE WITH THE BCSA GREEN BOOK FOR SIMPLE CONNECTIONS. ALL SECTIONS ARE TO
BE SAWN SQUARE FOR CONNECTIONS TO END PLATES, CAP PLATES AND BASEPLATES. All
CONNECTIONS ARE TO BE WEB TO WEB CONNECTIONS AND TO NODE OUT ON THE CENTRELINES
OF THE MEMBERS BEING CONNECTED. WHERE THIS IS NOT POSSIBLE THEN T-SECTIONS SHOULD
BE ADOPTED TO TRANSFER THE LOADS TO THE MEMBER AXIS. COLUMN BASEPLATES TO BE
BEDDED ON MINIMUM 25mm NON-SHRINK CEMENTITIOUS GROUT.

6. ALL STEEL TO CONCRETE PADSTONE CONNECTIONS ARE TO BE FORMED WITH 2No. (WHERE
BEAM RUNS PERPENDICULAR TO WALL) OR 1No. (WHERE BEAM RUNS PARALLEL TO WALL) M10
HILTI HVU-HAS CHEMICAL ANCHOR(S) WITH 130mm EMBEDMENT IN 12mm DIA HOLES, 10mm THK

SEATING PLATES (5275), 8mm FULL PROFILE FILLET WELDS (FPFW) WITH MAXIMUM 10mm NONSHRINK

LEVELLING GROUT (CONBEXTRA GP BY FOSROC OR SIMILAR APPROVED BY T4C) UNLESS
NOTED OTHERWISE. BEAMS TO BEAR FULL WIDTH/LENGTH OF PADSTONE UNLESS NOTED
OTHERWISE. CONCRETE PADSTONES TO BE MINIMUM 50N/mm2 CONCRETE.

7. STEELWORK TO BE PROTECTED TO THE FOLLOWING MINIMUM SPECIFICATION TO MAIN
CONTRACTORS PROPOSALS (MAIN CONTRACTOR TO PROVIDE SPECIFICATION TO THE ENGINEER
AND ARCHITECT FOR REVIEW PRIOR TO MANUFACTURE) UNLESS NOTED OTHERWISE:

a. INTERNAL STEELWORK PAINTED - SHOT BLAST SA2.5 THEN 25MICRONS

BLAST PRIMER. AFTER FABRICATION 75MIRONS MINIMUM SINGLE PACK EPOXY

ZINC PHOSPHATE PRIMER.

EXTERNAL STEELWORK PAINTED - GALVANISING TO BE STRICTLY IN

ACCORDANCE WITH EN I1SO1461. FABRICATED STEELWORK TO HAVE A

MINIMUM COATING OF 85 MICRONS.

ENVIRONMENT CATEGORIES ARE SPECIFIED IN BS EN ISO 12944 AND IS0 9223.

8. ALL INTERNAL STEELWORK COLUMNS TO BE FIRE PROTECTED WITH INTUMESCENT PAINT TO
MAIN CONTRACTORS PROPOSALS (MAIN CONTRACTOR TO PROVIDE SPECIFICATION TO THE
ENGINEER AND ARCHITECT FOR REVIEW PRIOR TO MANUFACTURE) FOR 1 HOURS FIRE
PROTECTION UNLESS NOTED OTHERWISE. INTUMESCENT PAINT IS TO BE COMPATIBLE WITH THE
CORROSION PROTECTION SYSTEM.

9. ALL STEELWORK IN EXTERNAL WALLS TO BE PAINTED WITH ADDITIONAL 2No. COATS OF HEAVY
DUTY BITUMINOUS PAINT UNLESS NOTED OTHERWISE. ALL STEELWORK BELOW GROUND TO BE
PAINTED WITH ADDITIONAL 3No. COATS OF HEAVY DUTY BITUMINOUS PAINT OR SURROUNDED
WITH MINIMUM 50mm CONCRETE WITH D49 WRAPPING MESH, UNLESS NOTED OTHERWISE.
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ROOF PLAN

STEELWORK NOTES

1. STEELWORK HAS BEEN DESIGNED AND SPECIFIED AND IS TO BE SUPPLIED AND CONSTRUCTED
IN ACCORDANCE WITH BS5950 AND THE NATIONAL STRUCTURAL STEELWORK SPECIFICATION FOR

BUILDING CONSTRUCTION (NSSS). ALL STEELWORK TO BE EXECUTION CLASS 2 (EXC2) TO BS EN
1993-1-1 ANNEX C. ALL STEELWORK UTILISED ON THE PROJECT IS TO BE EUROPEAN
MANUFACTURED STEEL. ALL SECTIONS USED ARE TO BE HOT ROLLED STRUCTURAL STEEL

SECTIONS GRADE $§355 J2H. NO COLD FORMED SECTIONS ARE PERMITTED TO BE USED SAVE FOR
PROPRIETARY C OR Z PURLIN SECTIONS. CONTRACTOR TO HAVE COPY OF NSSS ON SITE FOR
REFERENCE. ALL STEELWORK HAS BEEN DESIGNED TO DEFLECTION LIMITS OF L/250 FOR TOTAL
LOAD, L/360 FOR IMPOSED LOAD AND L/500 FOR TOTAL LOAD IN MEMBERS SUPPORTING MASONRY
WALLS.

2. ALL STEEL TO STEEL/CONCRETE/TIMBER/GLASS CONNECTIONS AND ARE TO BE DESIGNED BY
THE MAIN CONTRACTOR UNLESS NOTED OTHERWISE. DESIGN CALCULATIONS MUST BE
UNDERTAKEN BY A CHARTERED STRUCTURAL ENGINEER AND BE SUPPLIED TO THE ENGINEER
AND ARCHITECT FOR REVIEW A MINIMUM 15 WORKING DAYS PRIOR TO MANUFACTURE.

3. THE MAIN CONTRACTORS STEELWORK FABRICATION DRAWINGS ARE TO BE SUPPLIED TO THE
ENGINEER AND ARCHITECT FOR REVIEW A MINIMUM 10 WORKING DAYS PRIOR TO MANUFACTURE.
THE MAIN CONTRACTORS PROGRAM SHOULD ALLOW 5 DAYS FOR T4C COMMENT FOR EACH AND
EVERY RE-ISSUE.

4. STEELWORK CONFORMITY CERTIFICATES/MANUFACTURERS INSPECTION DOCUMENTS ARE TO
BE PROVIDED TO THE ENGINEER FOR REVIEW PRIOR TO MANUFACTURE.

5. ALL STEEL TO STEEL CONNECTIONS ARE TO BE FORMED USING 10mm THK (S275) FLEXIBLE
ENDPLATES, 6mm FULL PROFILE FILLET WELDS (FPFW) AND 4No. M20 GRADE 8.8 BOLTS IN 22mm
DIA STANDARD CLEARANCE HOLES UNLESS NOTED OTHERWISE. CONNECTIONS ARE TO BE IN
ACCORDANCE WITH THE BCSA GREEN BOOK FOR SIMPLE CONNECTIONS. ALL SECTIONS ARE TO
BE SAWN SQUARE FOR CONNECTIONS TO END PLATES, CAP PLATES AND BASEPLATES. All
CONNECTIONS ARE TO BE WEB TO WEB CONNECTIONS AND TO NODE OUT ON THE CENTRELINES
OF THE MEMBERS BEING CONNECTED. WHERE THIS IS NOT POSSIBLE THEN T-SECTIONS SHOULD
BE ADOPTED TO TRANSFER THE LOADS TO THE MEMBER AXIS. COLUMN BASEPLATES TO BE
BEDDED ON MINIMUM 25mm NON-SHRINK CEMENTITIOUS GROUT.

6. ALL STEEL TO CONCRETE PADSTONE CONNECTIONS ARE TO BE FORMED WITH 2No. (WHERE
BEAM RUNS PERPENDICULAR TO WALL) OR 1No. (WHERE BEAM RUNS PARALLEL TO WALL) M10

HILTI HVU-HAS CHEMICAL ANCHOR(S) WITH 130mm EMBEDMENT IN 12mm DIA HOLES, 10mm THK
SEATING PLATES (5275), 8mm FULL PROFILE FILLET WELDS (FPFW) WITH MAXIMUM 10mm NONSHRINK
LEVELLING GROUT (CONBEXTRA GP BY FOSROC OR SIMILAR APPROVED BY T4C) UNLESS

NOTED OTHERWISE. BEAMS TO BEAR FULL WIDTH/LENGTH OF PADSTONE UNLESS NOTED
OTHERWISE. CONCRETE PADSTONES TO BE MINIMUM 50N/mm2 CONCRETE.

7. STEELWORK TO BE PROTECTED TO THE FOLLOWING MINIMUM SPECIFICATION TO MAIN
CONTRACTORS PROPOSALS (MAIN CONTRACTOR TO PROVIDE SPECIFICATION TO THE ENGINEER
AND ARCHITECT FOR REVIEW PRIOR TO MANUFACTURE) UNLESS NOTED OTHERWISE:

a. INTERNAL STEELWORK PAINTED - SHOT BLAST SA2.5 THEN 25MICRONS

BLAST PRIMER. AFTER FABRICATION 75MIRONS MINIMUM SINGLE PACK EPOXY

ZINC PHOSPHATE PRIMER.
X EXTERNAL STEELWORK PAINTED — GALVANISING TO BE STRICTLY IN
ACCORDANCE WITH EN 1SO1461. FABRICATED STEELWORK TO HAVE A
MINIMUM COATING OF 85 MICRONS.
, ENVIRONMENT CATEGORIES ARE SPECIFIED IN BS EN 1SO 12944 AND ISO 9223,
. 8. ALL INTERNAL STEELWORK COLUMNS TO BE FIRE PROTECTED WITH INTUMESCENT PAINT TO
MAIN CONTRACTORS PROPOSALS (MAIN CONTRACTOR TO PROVIDE SPECIFICATION TO THE
ENGINEER AND ARCHITECT FOR REVIEW PRIOR TO MANUFACTURE) FOR 1 HOURS FIRE
. PROTECTION UNLESS NOTED OTHERWISE. INTUMESCENT PAINT IS TO BE COMPATIBLE WITH THE
, CORROSION PROTECTION SYSTEM.
9. ALL STEELWORK IN EXTERNAL WALLS TO BE PAINTED WITH ADDITIONAL 2No. COATS OF HEAVY
DUTY BITUMINOUS PAINT UNLESS NOTED OTHERWISE. ALL STEELWORK BELOW GROUND TO BE
' PAINTED WITH ADDITIONAL 3No. COATS OF HEAVY DUTY BITUMINOUS PAINT OR SURROUNDED
. WITH MINIMUM 50mm CONCRETE WITH D49 WRAPPING MESH, UNLESS NOTED OTHERWISE.
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ISOMETRIC VIEW

STEELWORK NOTES

1. STEELWORK HAS BEEN DESIGNED AND SPECIFIED AND IS TO BE SUPPLIED AND CONSTRUCTED
IN ACCORDANCE WITH BS5950 AND THE NATIONAL STRUCTURAL STEELWORK SPECIFICATION FOR
BUILDING CONSTRUCTION (NSSS). ALL STEELWORK TO BE EXECUTION CLASS 2 (EXC2) TO BS EN
1993-1-1 ANNEX C. ALL STEELWORK UTILISED ON THE PROJECT IS TO BE EUROPEAN
MANUFACTURED STEEL. ALL SECTIONS USED ARE TO BE HOT ROLLED STRUCTURAL STEEL
SECTIONS GRADE $§355 J2H. NO COLD FORMED SECTIONS ARE PERMITTED TO BE USED SAVE FOR
PROPRIETARY C OR Z PURLIN SECTIONS. CONTRACTOR TO HAVE COPY OF NSSS ON SITE FOR
REFERENCE. ALL STEELWORK HAS BEEN DESIGNED TO DEFLECTION LIMITS OF L/250 FOR TOTAL
LOAD, L/360 FOR IMPOSED LOAD AND L/500 FOR TOTAL LOAD IN MEMBERS SUPPORTING MASONRY
WALLS.

2. ALL STEEL TO STEEL/CONCRETE/TIMBER/GLASS CONNECTIONS AND ARE TO BE DESIGNED BY
THE MAIN CONTRACTOR UNLESS NOTED OTHERWISE. DESIGN CALCULATIONS MUST BE
UNDERTAKEN BY A CHARTERED STRUCTURAL ENGINEER AND BE SUPPLIED TO THE ENGINEER
AND ARCHITECT FOR REVIEW A MINIMUM 15 WORKING DAYS PRIOR TO MANUFACTURE.

3. THE MAIN CONTRACTORS STEELWORK FABRICATION DRAWINGS ARE TO BE SUPPLIED TO THE
ENGINEER AND ARCHITECT FOR REVIEW A MINIMUM 10 WORKING DAYS PRIOR TO MANUFACTURE.
THE MAIN CONTRACTORS PROGRAM SHOULD ALLOW 5 DAYS FOR T4C COMMENT FOR EACH AND
EVERY RE-ISSUE.

4. STEELWORK CONFORMITY CERTIFICATES/MANUFACTURERS INSPECTION DOCUMENTS ARE TO
BE PROVIDED TO THE ENGINEER FOR REVIEW PRIOR TO MANUFACTURE.

5. ALL STEEL TO STEEL CONNECTIONS ARE TO BE FORMED USING 10mm THK (S275) FLEXIBLE
ENDPLATES, 6mm FULL PROFILE FILLET WELDS (FPFW) AND 4No. M20 GRADE 8.8 BOLTS IN 22mm
DIA STANDARD CLEARANCE HOLES UNLESS NOTED OTHERWISE. CONNECTIONS ARE TO BE IN
ACCORDANCE WITH THE BCSA GREEN BOOK FOR SIMPLE CONNECTIONS. ALL SECTIONS ARE TO
BE SAWN SQUARE FOR CONNECTIONS TO END PLATES, CAP PLATES AND BASEPLATES. All
CONNECTIONS ARE TO BE WEB TO WEB CONNECTIONS AND TO NODE OUT ON THE CENTRELINES
OF THE MEMBERS BEING CONNECTED. WHERE THIS IS NOT POSSIBLE THEN T-SECTIONS SHOULD
BE ADOPTED TO TRANSFER THE LOADS TO THE MEMBER AXIS. COLUMN BASEPLATES TO BE
BEDDED ON MINIMUM 25mm NON-SHRINK CEMENTITIOUS GROUT.

6. ALL STEEL TO CONCRETE PADSTONE CONNECTIONS ARE TO BE FORMED WITH 2No. (WHERE
BEAM RUNS PERPENDICULAR TO WALL) OR 1No. (WHERE BEAM RUNS PARALLEL TO WALL) M10
HILTI HVU-HAS CHEMICAL ANCHOR(S) WITH 130mm EMBEDMENT IN 12mm DIA HOLES, 10mm THK

SEATING PLATES (5275), 8mm FULL PROFILE FILLET WELDS (FPFW) WITH MAXIMUM 10mm NONSHRINK

LEVELLING GROUT (CONBEXTRA GP BY FOSROC OR SIMILAR APPROVED BY T4C) UNLESS
NOTED OTHERWISE. BEAMS TO BEAR FULL WIDTH/LENGTH OF PADSTONE UNLESS NOTED
OTHERWISE. CONCRETE PADSTONES TO BE MINIMUM 50N/mm2 CONCRETE.

7. STEELWORK TO BE PROTECTED TO THE FOLLOWING MINIMUM SPECIFICATION TO MAIN
CONTRACTORS PROPOSALS (MAIN CONTRACTOR TO PROVIDE SPECIFICATION TO THE ENGINEER
AND ARCHITECT FOR REVIEW PRIOR TO MANUFACTURE) UNLESS NOTED OTHERWISE:

a. INTERNAL STEELWORK PAINTED — SHOT BLAST SA2.5 THEN 25MICRONS

BLAST PRIMER. AFTER FABRICATION 75MIRONS MINIMUM SINGLE PACK EPOXY

ZINC PHOSPHATE PRIMER.

EXTERNAL STEELWORK PAINTED - GALVANISING TO BE STRICTLY IN

ACCORDANCE WITH EN I1SO1461. FABRICATED STEELWORK TO HAVE A

MINIMUM COATING OF 85 MICRONS.

ENVIRONMENT CATEGORIES ARE SPECIFIED IN BS EN ISO 12944 AND IS0 9223.

8. ALL INTERNAL STEELWORK COLUMNS TO BE FIRE PROTECTED WITH INTUMESCENT PAINT TO
MAIN CONTRACTORS PROPOSALS (MAIN CONTRACTOR TO PROVIDE SPECIFICATION TO THE
ENGINEER AND ARCHITECT FOR REVIEW PRIOR TO MANUFACTURE) FOR 1 HOURS FIRE
PROTECTION UNLESS NOTED OTHERWISE. INTUMESCENT PAINT IS TO BE COMPATIBLE WITH THE
CORROSION PROTECTION SYSTEM.

9. ALL STEELWORK IN EXTERNAL WALLS TO BE PAINTED WITH ADDITIONAL 2No. COATS OF HEAVY
DUTY BITUMINOUS PAINT UNLESS NOTED OTHERWISE. ALL STEELWORK BELOW GROUND TO BE
PAINTED WITH ADDITIONAL 3No. COATS OF HEAVY DUTY BITUMINOUS PAINT OR SURROUNDED
WITH MINIMUM 50mm CONCRETE WITH D49 WRAPPING MESH, UNLESS NOTED OTHERWISE.
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